www.suimaudio.com

SUIM AUDIO CO.,LTD.

Add: 102, SAMGOK2GIL, SUNGGUE-EUP,
SEO BUK-GU, CHUNAN-CITY,
CHUNG NAM, KOREA

Tel: 0082-70-5135-8241
Fax: 0082-70-4850-8241
E-mail: Boim@suimaudio.com

Choi@suimaudio.com

LA1OMH Linearray
in Haikou Wuyuan River Stadium
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To Customer:

M be owned by SUIM Audio co., Ltd/Korea, stand for premium Quality of professional sound products,
loudspeaker, speaker system, power amplifier, public address(PA), etc.With over 15 years experience in
this field, SUIM brand comes up to the Top Level of world-wide.

SUIM Audio are consists of 2 sections, SUIM Audio co., Ltd/Korea are head of company. They manage the general
administration of the company, and R & D. Especially we are cooperating with Seoul Science & Technology
University/Seoul, Korea for developing advanced electronic technology and Sound.

CSR Audio co., Ltd. /Hangzhou, China is production base for all SUIM products. The company are wholly
- owned by Foreign investments/ SUIM Audio co.,Ltd.

We promise to all customer that we will do our best to offer the best business conditions for Quality, Price,
and Service. Etc.

Thanks,

COMBINATION
DIVA-K7

1 Line Array- P.A.(Public Address)-
P LA4/LAG6/LAS/LA10/LAT0CX P 5 Column/Ceiling

ZEBRA’ CONE PAPER TECHNOLOGY CobraNet-
These loudspeaker cones are hand-layered with processed 'Haniji', a traditional form of Korean paper

made of Mulberry Bark. This material is very strong, does not rot and lasts for hundreds of years. Its

light, multi-fiber composition makes it ideal for reinforcing the cone. Coupled with patented advanced 2 Full Range- P6 Sequence Power Switch-
manufacturing technology, this material produces the Zebra loudspeakers, featuring increased sensitivity, P RO/HQ CR Series

negligable distortion and impressive perfomance and sound quality.

P5 1 Sub woofer P69 Accessories




sulm

Line array

iEF
MINILINEARRAY LAA

Mini Line array system—LA4 was developed to provide the best sound quality for speech and live music application in
challenging acoustics environment.
Flying type and Ground type to be chosen for application environment. 1
LAAMH/A — Mid-Hi system, adopt4” speaker unit with Zebra Conepaper as vibration material,
is powered with 200 watts D-class' amplrﬁer -

LA4MH ——Mid-Hi passive system:with 4’ speaker unit. .~ _ _ ' Y. T e %y Tl

4-12DV/A: Bass System for Flying type, adopt12‘spaakerum is Wefwmaoo\uausamplmer‘ L T Ak = |.A4 MINI
GS4-12DVI/A: Ground'ha'ndlngtype adop.t‘12 qpe‘hke unit, hpouﬁ? g lns

P
LA8

LA10
LA10CX FLEKIBLE CONFIGURATIONS




H Technical Data for Amp.

OQutput Power 200w
Frequency Response +/-0.5dBV:20Hz~23KHz

Input Impedance 33K Ohms
Input Sensitivity Line: 0 dBV

Led Indicators Signal, Overload
Rated THD <0.005%

Line Connectors Line: XLR

Line Loop Thru: XLR/Male
Speakon out: NL4, 1+/1-
Operation Voltage 115V or 230V

Output Connectors

LA4-12DV/A

GS4-12DV/A
Spec. LA4-12DV/A GS4-12DV/A
Type 12 " ,Bass reflex type subwoofer 12 " ,Bass reflex type subwoofer
Frequency Range(-10dB) 40Hz~250Hz 40Hz~250Hz
Sensitivity (1w/1m)(SPL) 100 dB 100 dB
Sensitivity Max. (SPL) 124 dB 124 dB
Power Rating (RMS) 400 watts 400 watts
Nominal Imdedance 8 Ohms 8 Ohms
Drivers 1x12",TC-12/400SW 1x12",TC-12/400SW

LAAMH LAAMH/A

Appearance Finish Polyurea coating Polyurea coating

Dimensions (WxHxD) 394x480x600mm 390x465x580mm
Package (WxHxD) 445x525x655mm 435x500x635mm
Q'ty for package 1 pcs/1CTN 1 pcs/1CTN
Weight (Kg) 25 24

Spec. LAAMH LAAMH/A

Type 4 ", 2-way Mid-High, Linearray Module 4 ", 2-way Mid-High, Linearray Module l Technical Data for Amp.Module

Frequency Range(-10dB) 95Hz~18kHz 95Hz~18kHz

Frequency Response(=3dB) 105Hz~17kHz 105Hz~17kHz LA4-12DV/A G54-12DV/A

Coverage Pattern
Sensitivity (1w/1m)(SPL)
Sensitivity Max. (SPL)
Power Rating (Continuous/Program)
Nominal Imdedance
Crossover Frequency
Drivers

Appearance Finish
Dimensions (WxHxD)
Package (WxHxD)

Q'ty for package

Weight (Kg)

90° Vx90° H nominal
90 dB

112 dB

100/160 watts

16 Ohms

3.5 kHz

LF:2x4 " /HF: 1x1 "
Polyurea coating
394x165x360mm
450x405x400mm
2 pcs/1CTN

6

90° Vx90° H nominal
90 dB

112 dB

100/160 watts

16 Ohms

3.5 kHz

LF:2x4 " /HF: 1x1 "

Polyurea coating
394x165x360mm

450x405x400mm
2 pcs/1CTN
7.5

Output Power/Sub
Output Power/Top
Frequency Response
Input Impedance
Input Sensitivity

Led Indicators

Rated THD

Line Connectors
Output Connectors

Operation Voltage

+/-0.5dBV:20Hz~23KHz
33K Ohms

Line: 0 dBV

Signal, Overload
<0.005%

Line: XLR

Line Loop Thru: XLR/Male

115V or 230V

+/-0.5dBV:20Hz~23KHz
33K Ohms

Line: 0 dBV

Signal, Overload

<0.005%

Line: XLR

Line Loop Thru: XLR/Male
with 110Hz low cut output



LAd  ; MINILINEARRAY

£ APPLICATION

LA4-12DV/A

LA4-12DV/A

LAAMH/A

LAAMH/A

(1) Flying Mode

LAAMH/A

LAAMH/A

LA4-12DV/A

LA4-12DV/A

GS4-12DV/A

(3) Ground Stacking Mode
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LAGMH

Line array

O Lo M CRDULE

LAG

BFeatures & Application

1.HF driver with 1.5" Voice Coil / long Throat Horn.
2.LF driver with 6. 5" (150 watt/RMS)/ Zebra conepaper.

3.Fullrange passive cabinet. (2-way)
4.Three-points rigging assembly lets.
5.Compact design.

6.Simple Rigging structure.
7.Polyurea coating

8.Double carton package.

LAGMH/A

Spec.

Type

Frequency Range(-10dB)
Frequency response (+3dB)
Coverage pattern

Sensitivity (1w/1m) (SPL)
Sensitivity Max. (SPL)

Power Rating(Continuous/Program/Peak)
Nominal Impedance

Input Connectors

Crossover Mode
Crossover Frequency
Drivers

Enclosure
Appearance Finish
Dimensions (WxHxD)
Package (WxHxD)
Q'ty for package
Weight (kg)

6.5", 2-Way Fullrange, Linearray System
70Hz~20kHz

80Hz~18kHz

100°H X 15°V nominal

97dB

124dB

300 /600 /1200 watts

16 Ohms

2xNutrik® Speakon, NL4 ,1+ / 1-
(Linked from input to output)

Passive

1.6 kHz

2x6.5" (TC-612/100LK/SUIM),
1X1"(LA6MH/SUIM) / Long throat horn
15mm Plywood

Polyurea coating

600x225x450mm

650%x275x495mm

1PCS/1CTN

18/20kg

Technical Data for
Amp.Module

High-performance D-Class Amp. module.
Switch Mode Power Supply.

Limiter to protect short-circuit.

Line connector
Output power
Frequency response

500watt /8 ohm

Damping factor >400
Input impedance 33K Ohm
Input sensitivity 0dB
Rated THD. <0.007 %
Gain Control Yes
Power switch No

Operation voltage

LAG-15B
LAG-15B/A

LAG-18B
LAG-18B/A

XLR/Input & Output.

Spec.

Type

Frequency Range(-10dB)
Frequency response (43dB)
Coverage pattern

Sensitivity (1w/1m) (SPL)
Sensitivity Max. (SPL)

Power Rating(Continuous/Program/Peak)
Nominal Impedance

Input Connectors

Crossover Mode
Crossover Frequency
Drivers

Enclosure
Appearance Finish
Dimensions (WxHxD)
Package (WxHxD)
Q'ty for package
Weight (kg)
Suspensive/Mounting

1x15" Bass reflex

sub-woofer

40Hz~400Hz

45Hz~300Hz

Omni

101dB

130dB

500/ 1000/2000 watts

8 Ohms

2xNutrik® Speakon, NL4 ,1+ / 1-
(Linked from input to output)
Active

Adjustable with speaker controller
1x15" (TC-15/400SW) with
Zebra Conepaper

15mm Plywood

Polyurea coating
600x450x645mm
600x495x680mm
1PCS/1CIN

35/38kg

Rigging Frame for flying & stacking

1x18" Bass reflex

sub-woofer

25Hz~280Hz

30Hz~250Hz

Omni

102dB

133dB

800 /1600 /3200 watts

8 Ohms

2xNutrik® Speakon, NL4 ,1+ / 1-
(Linked from input to output)
Active

Adjustable with speaker controller
1x18" (TC-18/800SW) with
Zebra Conepaper

18mm Plywood

Polyurea coating
600x600x830 mm
650x640x850 mm
1PCS/1CIN

38/41kg

Rigging Frame for flying & stacking

20-23KHz /+0.5dB

115volt or230volt.

Technical Data for
Amp.Module

Output power
Frequency response
Damping factor
Input impedance
Input sensitivity
Rated THD.

Gain Control

Power switch
Operation voltage

500watt /8 ohm
20-23KHz /+0.5dB
>400

33K Ohms

0dB

<0.007 %

Yes

No

115volt or230volt.

800watt /8 ohm
20-23KHz /+0.5dB
>400

33K Ohms

0dB

<0.008 %

Yes

No

115volt or230volt.
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( 1) Flying Type

LAGMH/A

LAG6MH/A

LA6MH/A

LA6MH/A

LA6MH/A

LAGMH/A

LA6MH/A

LAGMH/A

LAG-18B/A

LAB-15B/A

LA6-15B/A

LABMH/A

LAGMH/A

LA6BMH/A

LAGMH/A

Line array
Ln8

e SUIM/LA 8 Line array is a complete system with Zebra Conepaper Speaker

b R

LA6MH/A

LAGMH/A

LABMH/A

LA18B/A

Ground Standing Type

LA6MH/A

LAEMH/A

TF-02 -

LA18B/A

it & fine developed Hi drivers which was developed by SUIM technical team
3 years. Also adopting own amplifier & control skills.
erfg)rm / LA 8 are complete symmetric sound level, long distance sound

level without level decrease to meet requirment of Big sound performance.

(2) Ground Stacking Type : v LA 8 are consist of two of most powerful 8” speaker with Zebra Conepaper

and 1"x2long throw Hi-driver Unit. Zebra Conepaper which was developed by
SUIM sound technology team. It makes speaker unit more clear sound. Very wide
sound coverage angle. This means, you can use LA 8 Line array for huge
performance in / out side.

LAEMH/A S 3 Also designed & engineered easy setting-up & dismantle the full system. System
has four-points rigging assembly lets for easy handling sound coverageangle.
We recommand using SUIM sub-woofer LA18B or LA6—188 for LA 8 .Especially

LABMH/A 1 2 | fient 35 Those are able to setting up the LA 8 for flying and ground stacking.

LAGMH/A

LAG-18B/A

LAG-18B/A




( 1) Flying Type (2) Ground Standing Type

BFeatures & Application
1.HF driver with 1.5" Voice Coil / long Throat Horn. ~ F——————m Leeos " 1Fe2 _ﬁ_ ALV
2.LF driver with 8"(200 watt/RMS)/ Zebra conepaper. m LASMH/A (Q) (Q) HASH/A E LASMH/A
3.Three-points rigging assembly lets. LAG-18B/A 2~ A 2~ | 'ﬁ' LABNH/A LASMH/A
4.Compact design. m LASMH/A — — TF-02 - S
5.Simple Rigging structure. —= — - TF-02
6.Polyurea coating m LASMH/A H
7.Double carton package. — S sT-04 | feemeeeeee ST-04
N I\ ko
lns M " LAG-18B/A m LASMH/A
E:EH LASBMH/A
rasmn/A Eﬂ LABMH/A
LABMH/A N
m HABNIH/A LAG-18B/A
LABMH/A N N
m LABMH/A La188/A
LABMH/A
LAG-18B/A

LASMH/A

( 3 ) Ground Stacking Type

LASMH/A
BSpec. BTechnical Data for FAemHA LhamH/A
Type 8", 2-Way Fullrange, Linearray System Amp.Module LAGNH/A E:E:E LABMH/A
Frequency Range (-10dB) 50Hz~20kHz P LABMH/A
Frequency response(+3dB) 60Hz~18kHz ﬁ:ﬁ LASMH/A
Coverage pattern 100°H X 20°V nominal - S
Sensitivity (Tw/1m) (SPL) 99dB o o LASMH/A —_——
Sensitivity Max. (SPL) 128dB L!mlter to protect short-circuit. LAG-18B/A
Power Rating(Continuous/Program/Peak) 400 /800 /1600 watts Line connector XLR/Input & Output.
Nominal Impedance 16 Ohms Output power 800watt /8 ohm
Input Connectors 2xNutrik® Speakon, NL4 ,1+ / 1- Frequency response 20-23KHz /%0.5dB
(Linked from input to output) Damping factor >400
Crossover Mode Passive :ggu: ;r:r?se,‘tj,af‘tce (3)3dKBOhm
u itivity
ST i 24 khiz Rated THD. <0.007%
x8 :
2X1" Operation voltage 115volt or230volt.
Enclosure 15mm Plywood
Appearance Finish Polyurea coating
Dimensions (WxHxD) 600x292 x450mm
Package (WxHxD) 650%340 x495mm LAG-18B/A
Weight (kg) 22.5/25kg

12



Line array

LA10

BFeatures & Application

LATOMH

BSpec.

Type

Frequency Range(-10dB)
Frequency response (+3dB)
Coverage pattern

Sensitivity (Tw/1m) (SPL)
Sensitivity Max. (SPL)

Power Rating(Continuous/Program/Peak)
Nominal Impedance

Input Connectors

Crossover Mode
Crossover Frequency
Drivers

Enclosure
Appearance Finish
Dimensions (WxHxD)
Package (WxHxD)
Q'ty for package
Weight (kg)

13

2x10",2-Way,bass-reflex,Linearray System
55Hz~20kHz

65Hz~19kHz

110°H X 20°V nominal

101dB

131dB

600 /1200 /2400 watts

8 Ohms

2xNutrik® Speakon, NL4 ,1+ / 1-
(Linked from input to output)

Passive

2 kHz

2x10" (TC-10/300MN/SUIM), 2X1.75"
(LATOMH / SUIM) / Long throat horn
15mm Plywood

Polyurea coating

820x345x515mm

875x395x555mm

1PCS/1CTN

38/40kg

1.2xHF Compression drivers with 1.75" Voice Coil.
2.2x1.5" throat horns.

3.2x 10" LF driver with 2.5" voice coil, with Zebra conepaper.
4.Fullrange passive linearray cabinet. (2-way type)
5.Four-points rigging assembly lets. Integrated flying system.
6.110°H x20°V nominal coverage sound angle.
7.Easy handling (simple) flying components.
8.Compact design.

9.Polyurea coating

10. Double carton package.

LATOMH/A

Technical Data for
Amp.Module

High-performance D-Class Amp. module.
Switch Mode Power Supply.
Limiter to protect short-circuit.

Line connector XLR/Input & Output.
Output power 800watt /8 ohm
Frequency response 20-23KHz /+0.5dB
Damping factor >400

Input impedance 33K Ohm

Input sensitivity 0dB

Rated THD. <0.008 %

Gain Control Yes

Power switch No

Operation voltage 115volt or230volt.

14



15

LA10CK SUB

Technical Data for
Amp.Module

Qutput Power
Frequency response
Input Impedance
Input Sensitivity
LED Indicators
Rated THD

Line Connectors
Qutput Connectors

Operation Voltage

Coaxial array

Spec.

Type

Frequency Range (-10dB)
Frequency response (+3dB)
Coverage pattern
Sensitivity (Tw/1m) (SPL)
Sensitivity Max. (SPL)
Power Rating(Continuous/Program/Peak)
Nominal Impedance
Crossover Frequency
Drivers

Enclosure

Appearance Finish
Dimensions (WxHxD)
Package (WxHxD)

Weight (kg)

Spec.

Type

Frequency Range (-10dB)
Frequency response (+3dB)
Coverage pattern
Sensitivity (1w/1m) (SPL)
Sensitivity Max. (SPL)
Power Rating(Continuous/Program/Peak)
Nominal Impedance
Crossover Frequency
Drivers

Enclosure

Appearance Finish
Dimensions (WxHxD)
Package (WxHxD)

Weight (kg)

LA10CK TOP

300W RMS

20-23KHz /+0.5dB

33K Ohms

Line: 0 dBV

Signal Overload

<0.007%

Line: XLR

Line Loop Thru: XLR / Male;

115voltor230volt.

LA10CK TOP

10"2-way fullrange, Coaxial type
65Hz~20kHz

75Hz~18kHz

120 'Hx25 V nomianl

98 dB

125 dB

250/500/1000

8 Ohms

1.8 kHz

HF:1x1"/SUIM, LF: 1X10"/SUIM
15mm Plywood

Polyurea coating
320x345x385mm
370x400x430mm

13 kg

LA10CK SUB

18",Bass reflex type
40Hz~270kHz
47Hz~240kHz
Oomni :

102 dB

133 dB
800/1600/3200

8 Ohms

2 kHz
LF:1x18"/SUIM, 4 "voice coil
18mm Plywood
Polyurea coating
510x640x745mm
560x680x800mm
46 kg

LA10CK SuUB

800W RMS

20-23KHz /+0.5dB

33K Ohms

Line: 0 dBV

Signal Overload

<0.008%

Line: XLR

Line Loop Thru: XLR / Male;
With 110Hz low cut output
115voltor230volt.

(1) Flying Type

LA10CKTOP

(2) Ground Standing Type

LA10CKXTOP

..... ST-04

LA10CK SUB

LT

( 3 ) Ground Stacking Type

LA10CX SUB

LA10CK SUB
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Future period
MINI COAKIAL SYSTEM

. b 1 XTS5 TOP

5", two-way, coaxial
85 Hz ~18kHz

8 Ohms
160x210x160mm




COMBINATION

Diva was specially developed to provide the best sound quality for speech
and live music application in challenging acoustics environment. As well as
enabling effective integration into architectural surroundings.

Especially Diva-Top systems adopt the 4”speaker unit with ZEBRA CONEPAPER
as vibration materials. These Zebra conepaper sound will bring to audience most
high clearence sound and most wide horizontal angle for listening.

Also, slim & light weigh with Aluminum housing, will provide most convenient
setting up the system, even if the small space.

For many years, our technical team have carried out to research & develop the
best sound for speech.Now we offer you,all the customer,the Diva line sourced

sound system.

Optional Accessories

Speakon cable:1m,3m, 5m;
STAND: ST-01,ST-02, ST-04
Adaptor: AD-03 AD-04

Optional Accessories

Rali plaks far U-Aracket

}...: b W R
o Wit

Spec.

Type

Frequency response (+3dB)
Coverage pattern

Sensitivity (Tw/1m) (SPL)
Sensitivity Max. (SPL)

Power Rating (Continuous/Program/Peak)
Nominal Impedance

Input Connectors

Crossover Mode
Crossover Frequency
Drivers

Enclosure
Dimensions (WxHxD)
Package (WxHxD)
Weight (kg)
Suspensive/Mounting

Spec.

Type

Frequency response
Sensitivity (1w/1m) (SPL)
Sensitivity Max. (SPL)
Power Rating (RMS)
Nominal Impedance
Drivers

Appearance Finish
Dimensions (WxHxD)
Package (WxHxD)
Weight (kg)

Technical Data for
Amp.Module

Mode Type

Output Power/ Subwoofer
Output Power/ Mid-Hi (Top)
Input Impedance

Gain Controls

Input Sensitivity

EQ

LED Indicators

Line Connectors
Output Connectors

Operation Voltage

DIVA-KS TOP

4"x6pcs,2-Way Mid-High cabinet

80Hz~18kHz

120°"H X 90°V nominal

95dB

118dB

200watts

8 Ohms

2xNutrik® Speakon, NL4 ,1+ / 1-
(Linked from input to output)
Passive

3kHz

HF: 1"(CSR-10FD/SUIM)x1,

LF: 4"(TC-5/40ND/SUIM)x6
Aluminum

128x810x125mm
170x930x300mm/ 2PCS

6Kg

$35mm tube holder for standing

DIVA-KS SUB

12", Bass reflex type subwoofer
40Hz~200Hz (Adjustable function)
100dB

124dB

400 watts

8 Ohms

LF:12"TC-12/400SW(3" Voice Coil
400watt: SUIM)x1

Water base Rohs painting
390x465x580mm
435x500x635mm

32kg

Bi-Amp System

400W RMS

250W RMS

33K Ohms

Top Volume, Bass Volume
Line: 0 dBV

Top: Low and High control
Top Signal Overload,

Bass Signal Overload

Line: XLR / Female

Line Loop Thru: XLR / Male;
Speaker SPEAKON: NL4, 1+/1-

115voltor230volt.

Pz, p— FTH
f 2 FrreniEs
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DIVA-K7 TOP

4"x8pcs,2-Way Mid-High cabinet

80Hz~18kHz

120°"H X 90°V nominal

97dB

121dB

300watts

8 Ohms

2xNutrik® Speakon, NL4 ,1+ / 1-
(Linked from input to output)
Passive

1.7kHz

HF: 1"(CSR-10FD/SUIM)x2,

LF: 4"(TC-5/40ND/SUIM)x8
Aluminum

128x1148x125mm
170x1270x125mm

7.5kg

$35mm tube holder for standing

DIVA-K7 SUB

15", Bass reflex type
40Hz~200Hz (Adjustable function)
102dB

124dB

800 watts

8 Ohms
LF:15"TC-15/800SW(4"voicecoil
800watt:SUIM)x1

Water base Rohs painting
496x595x745mm
545x640x800mm

45kg

Bi-Amp System

800W RMS

300W RMS

33K Ohms

Top Volume, Bass Volume
Line: 0 dBV

Top: Low and High control
Top Signal Overload,

Bass Signal Overload

Line: XLR / Female

Line Loop Thru: XLR / Male;
Speaker SPEAKON: NL4, 1+/1-

20



COMBINATION

APPLICATION

AD-03 AD-04

" 0
DIVA—é(rS TOP (B)
DIVA-K7 TOP

————— ST-04 —— M
= =
= (1) First getrid of this adaptor

DIVA-K5 SUB
or T from DIVA-K5 TOP
DIVA-K7 SUB

== (A) S,

(2) 1PCS DIVA-K5 TOP,fixed
AD-03(A)and(B) to top and bottom

cover.
| == B
. DIVA-K5 TOP =
1=
=
- N N—
e AD-03 (3) 1PCS DIVA-K5 TOP,fixed

AD-03(B) to bottom cover.

i ) DIVA-K5 TOP

Y=
- . Ee = B
N < AD-03
.
DIVA-K5 SUB —
W - L (A)
= FT
_ (4) change AD-04 to 1PCS DIVA- -
DIVA-KS SUB K5 SUB,and fixed AD-03(A) to &
AD-04. 1
!
]
5
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COMBINATION

Optional Accessories

®35

Excel series ,for touring combo systems, are composed of one active bass and
two Mid & Hi systems. Bass systems are from 400watt to 500watt for RMS power.
Two volumes(Left/Right) board to balance the output of Mid & Hi systems. It is
very simple to install the systems.

These are adopting the D-class amplifier and SMPS power supply. Modules are very
compact type.

The Excel series , were perfectly adapted to the needs of solo entertainers, small
bands, function room and discos rolling. All three sets are offered transport to save
space and to build in a few minutes easy. Since all the electronics is integrated into
the bass module, you do not need any additional equipments. Such as external
power amplifier. These are integrated and equipped with all necessary protection
against short circuit and internal faults.

Optional Accessories

Speakon Cable(Tm, 3m, 5m) ;
Stand (ST-02)

S ~

Spec.

Type

Frequency response (+3dB)
Coverage pattern
Sensitivity (1Tw/1m) (SPL)
Sensitivity Max. (SPL)
Power Rating (RMS)
Nominal Impedance
Input Connectors
Crossover Mode
Crossover Frequency
Drivers

Enclosure
Dimensions (WxHxD)
Package (WxHxD)
Weight (kg)
Suspensive/mounting

Spec.

Type

Frequency response (+3dB)
Sensitivity (1w/1m) (SPL)
Sensitivity Max. (SPL)
Power Rating (RMS)
Nominal Impedance
Drivers

Enclosure

Appearance finish
Dimensions (WxHxD)
Package (WxHxD)

Q'ty for package

Weight (kg)

Technical Data for
Amp.Module

Mode Type

Output Power/ Subwoofer
Output Power/ Mid-Hi (Top)
Input Impedance

Gain Controls

Input Sensitivity

LED Indicators

Line Connectors

Output Connectors

Operation Voltage

EX12C TOP

4"2-Way Mid-High range column type

80Hz~18KHz

120° Hx90° nominal

90dB

109dB

80 watts

8 Ohms

1xNutrik®Speakon, NL4, 1+ /1-
Passive

3kHz

HF:1" (CSR-10FD/SUIM)x 1

LF:4" (TC-5/40ND/SUIM)x2
Aluminum

128x400x125mm
170x520x300mm/2PCS

3.5Kg

® 35mm tube holder for standing

EX12C SUB

12" Bass reflex type subwoofer
40Hz~250Hz (adjustable function)
100dB

124dB

400 watts

8 Ohms

12"(TC-12/400SW,3"Voice Coil 400 Watt)x1

15mm MDF

Water base Rohs painting
390x465x580mm
435x500x635mm

1 PCS/1 CTN

27Kg

Bi-Amp System

400W RMS

100W RMSx2

33K Ohms

Top Volume, Bass Volume
Line: 0 dBV

Signal Overload

Line: XLR / 1/4"

Line Loop Thru: XLR / Male;
2xSpeakon,NL4,1+/1-
115voltor230volt.

EX15C TOP

4"2-Way Mid-High range column type

80Hz~18KHz

120° Hx90° nominal

92dB

114dB

150 watts

8 Ohms

1xNutrik®Speakon, NL4, 1+ /1-
Passive

2.8kHz

HF:1" (CSR-10FD/SUIM)x1

LF:4" (TC-5/40ND/SUIM)x4
Aluminum

128x540x125mm
170x660x300mm/2PCS

4.5Kg

® 35mm tube holder for standing

EX15C SUB

15" Bass reflex type subwoofer
40Hz~250Hz (adjustable function)
101dB

127dB

500 watts

8 Ohms

15" (TC-15/400SW,3"Voice Coil 500 Watt)x1

15mm MDF

Water base Rohs painting
420x540x595mm
465x580x645mm

1 PCS/1 CTN

39Kg

Bi-Amp System

500W RMS

150W RMSx2

33K Ohms

Top Volume, Bass Volume
Line: 0 dBV

Signal Overload

Line: XLR / 1/4"

Line Loop Thru: XLR / Male;
2xSpeakon,NL4,1+/1-
115voltor230volt.
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Optional Accessories
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OPTIMA2400 are strong powerful tour systems. But these are still compact
size and light weight for musician to deliver. For really powerful and strong
punchy sound, Systems are adopting twin amplifier/500watt each and double
voice coil speaker unit which developed by own technical team.

Features are available for passive and active systems. Sub-woofers have volume
and frequency cut-off controls each. Top systems have volume and High & Low
frequency gain. These systems are well pre-prepared for sound by passive filter.
Users can meet best sound without any complicate handing device.

These systems are perfect for solo entertainer, small band, Hotel concert, AV
rooms in school.etc.

Optional Accessories

M8 eyebolt(EB-08);
Flying wire(1m, 3m, 5m) ;
Cover;

Stand(ST-04)

SuB

Spec.

Type

Frequency Range (-10dB)

Frequency response (+3dB)
Coverage pattern

Sensitivity (1Tw/1m) (SPL)

Sensitivity Max. (SPL)

Power Rating(Continuous/Program/Peak)
Nominal Impedance

Input Connectors

Crossover Mode
Crossover Frequency
Drivers

Enclosure
Appearance Finish
Dimensions (WxHxD)
Package (WxHxD)
Q'ty for package

Weight (kg)

Spec.

Type

Frequency Range (-10dB)

Frequency response (+3dB)

Coverage pattern

Sensitivity (1w/1m) (SPL)

Sensitivity Max. (SPL)

Power Rating(Continuous/Program/Peak)
Nominal Impedance

Input Connectors

Drivers

Enclosure
Appearance Finish
Dimensions (WxHxD)
Package (WxHxD)
Q'ty for package

Weight (kg)

Technical Data for
Amp.Module

Output Power
Frequency response
Input Impedance
Input Sensitivity
LED Indicators
Rated THD

Line Connectors
Output Connectors

Operation Voltage

0P-2400 TOP

12", 2-Way Fullrange System
50Hz~20kHz

65Hz~19kHz

90°H X 60°V nominal

98dB

127dB

400 /800 /1600 watts

8 Ohms

2xNutrik® Speakon, NL4 ,1+/ 1-
(Linked from input to output)

Passive

1.8 KHz

HF: CSR150D/SUIMx1, LF: HQ12/SUIMx1
15mm Plywood

Water base Rohs painting.
385x620x400mm
445x660x435mm

1 PCS /1 CTN, Inner and outer carton,
double package.

24Kg

0P-2400 SUB

18", Bass reflex type

40Hz~270Hz

47Hz~240Hz

Omni

102dB

133dB

800 /1600 /3200 watts

8 Ohms

2xNutrik® Speakon, NL4 ,1+ / 1-
(Linked from input to output)
LF:TC-18/800SW/SUIMx1, 4" Voice Coil
18mm Plywood

Water base Rohs painting.
550x735x625mm

670x775x590mm

1 PCS/1CTN, Inner and outer carton,
double package.

45Kg

OP-2400 TOP/A

350W RMS

20-23KHz /+0.5dB

33K Ohms

Line: 0 dBV

Signal Overload

<0.007%

Line: XLR

Line Loop Thru: XLR / Male;

115volt or 230volt.

OPTIMA2400

0P-2400 TOP/A

12", 2-Way Fullrange System
50Hz~20kHz

65Hz~19kHz

90°H X 60°V nominal

98dB

127dB

400 /800 /1600 watts

8 Ohms

/

/

/

1.8 KHz

HF: CSR150D/SUIMx1, LF: HQ12/SUIMx1
15mm Plywood

Water base Rohs painting.
385x620x400mm
445x660x435mm

1 PCS/1CTN, Inner and outer carton,
double package.

26.5Kg

0P-2400 SUB/A

18", Bass reflex type

40Hz~270Hz

47Hz~240Hz

Omni

102dB

133dB

800 /1600 /3200 watts

8 Ohms

/

/

LF:TC-18/800SW/ SUIMx1, 4" Voice Coil
18mm Plywood

Water base Rohs painting.
550x735x625mm

670x775x590mm

1 PCS/1CTN, Inner and outer carton,
double package.

51Kg

OP-2400 SUB/A

1000W RMS

20-23KHz /+0.5dB

33K Ohms

Line: 0 dBV

Signal Overload

<0.008%

Line: XLR

Line Loop Thru: XLR / Male;
With 110Hz low cut output

26
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BFeatures & Application

1.HF driver with 1" Voice Coil.

2.LF driver with 6.5" (100 watt/RMS).

3.6.5" 2-way passive fullrange system.
4.M8x4 screw-nuts for installation or flying.
5.Flange adapter (tube dia. 35mm).
6.Rotatable logo Badge.

7.Water base Rohs painting.

8.Compact design.

9.Double carton package.

10.Multi-purpose Usage.

BDimensions
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B Spec.

Type

Frequency Range(-10dB)
Frequency response (£3dB)
Coverage pattern

Sensitivity (Tw/1m) (SPL)
Sensitivity Max. (SPL)

Power Rating(Continuous/Program/Peak)
Nominal Impedance

Input Connectors

Crossover Mode
Crossover Frequency
Drivers

Enclosure
Appearance Finish
Dimensions (WxHxD)
Package (WxHxD)
Q'ty for package

Weight (kg)
Suspensive/Mounting

29

6.5", 2-Way Fullrange
80Hz~18kHz
90Hz~17kHz

90°H X 90°V nominal

95dB

114dB

100 /200 /400 watts

8 Ohms
2xSpeakon,NL4,1+ / 1-
(Linked from input to output)
Passive

3.5 kHz

HF: 1X1" / LF: 1X6.5"
12mm MDF

Water base Rohs painting.
205x370x215mm
480x410x260mm

2 PCS/1CTN, Inner and

outer carton, double package.

6Kg

35mm tube socket,M8x4
Screw nuts for U-Bracket
or wire flying.

BOptional Accessories
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BFeatures & Application

1.HF driver with 1" Voice Coil.

2.LF driver with 6.5"x2 (200 watt/RMS).
3.6.5" 2-way passive fullrange system.

4. M8x4 screw-nuts for installation or flying.
5.Flange adapter (tube dia. 35mm).
6.Rotatable logo Badge.

7.Water base Rohs painting.

8.Compact design.

9.Double carton package.

10.Multi-purpose Usage.

BDimensions
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B Spec.

Type

Frequency Range(-10dB)
Frequency response (+3dB)
Coverage pattern

Sensitivity (Tw/1m) (SPL)
Sensitivity Max. (SPL)

Power Rating(Continuous/Program/Peak)
Nominal Impedance

Input Connectors

Crossover Mode
Crossover Frequency
Drivers

Enclosure
Appearance Finish
Dimensions (WxHxD)
Package (WxHxD)
Q'ty for package

Weight (kg)
Suspensive/Mounting

6.5"x2, 2-Way Fullrange
80Hz~18kHz

90Hz~17kHz

90°H X 60°V nominal

97dB

123dB

200 /400 /800 watts

8 Ohms
2xSpeakon,NL4,1+ / 1-
(Linked from input to output)
Passive

2.4 kHz

HF: 1X1" / LF: 2X6.5"
12mm MDF

Water base Rohs painting.
205x525x215mm
270x570x255mm

1 PCS /1 CTN, Inner and

outer carton, double package.

11Kg
35mm tube socket,M8x4
Screw nuts for U-Bracket
or wire flying.

B Optional Accessories
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BFeatures & Application

1.HF driver with 1" Voice Coil.

2.LF driver with 8" (150 watt/RMS).

3.8" 2-way passive fullrange system.

4. M8x4 screw-nuts for installation or flying.
5.Flange adapter (tube dia. 35mm).
6.Rotatable logo Badge.

7.Water base Rohs painting.

8.Compact design.

9.Double carton package.

10.Multi-purpose Usage.

BDimensions

B Spec.

Type

Frequency Range (-10dB)
Frequency response (+3dB)
Coverage pattern

Sensitivity (1w/1m) (SPL)
Sensitivity Max. (SPL)

Power Rating(Continuous/Program/Peak)
Nominal Impedance

Input Connectors

Crossover Mode
Crossover Frequency
Drivers

Enclosure
Appearance Finish
Dimensions (WxHxD)
Package (WxHxD)
Q'ty for package

Weight (kg)
Suspensive/Mounting

31

8",2-Way Fullrange
65Hz~18kHz
75Hz~17kHz
90°"HX60°Vnominal

97dB

117dB

150/300/600watts

80hms
2xSpeakon,NL4,1+/1-
(Linkedfrominputtooutput)
Passive

2. 7kHz

HF:1X1"/LF:8"

15mm MDF

Water base Rohs painting.
260x455x245mm
315x495x295mm
1PCS/1CTN,Inner and outer
carton,double package.
8Kg
35mmtubesocket,M8x4
Screwnuts for U-Bracket

or wire flying.

BOptional Accessories
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BFeatures & Application

1.HF driver with 1" Voice Coil.

2.LF driver with 10" (200 watt/RMS).

3.10" 2-way passive fullrange system.
4.M8x4 screw-nuts for installation or flying.
5.Flange adapter (tube dia. 35mm).
6.Rotatable logo Badge.

7.Water base Rohs painting.

8.Compact design.

9.Double carton package.

10.Multi-purpose Usage.

BDimensions
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B Spec.

Type

Frequency Range (-10dB)
Frequency response (+3dB)
Coverage pattern

Sensitivity (1w/1m) (SPL)
Sensitivity Max. (SPL)

Power Rating(Continuous/Program/Peak)
Nominal Impedance

Input Connectors

Crossover Mode
Crossover Frequency
Drivers

Enclosure
Appearance Finish
Dimensions (WxHxD)
Package (WxHxD)
Q'ty for package

Weight (kg)
Suspensive/Mounting

10", 2-Way Fullrange
60Hz~18kHz

70Hz~17kHz

90°H X 60°V nominal

96dB

121dB

200 /400 /800 watts

8 Ohms
2xSpeakon,NL4,1+ / 1-
(Linked from input to output)
Passive

3 kHz

HF: 1X1" / LF: 10"

15mm MDF

Water base Rohs painting.
335x510x300mm
390x550x350mm

1 PCS/ 1 CTN, Inner and

outer carton, double package.

12.6Kg

35mm tube socket,M8x4
Screw nuts for U-Bracket
or wire flying.

BOptional Accessories
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R(QS12
BFeatures & Application

1.HF driver with 1" Voice Coil.

2.LF driver with 12" (200 watt/RMS).

3.12" 2-way passive fullrange system.

4. M8x4 screw-nuts for installation or flying.
5.Flange adapter (tube dia. 35mm).
6.Rotatable logo Badge.

7.Water base Rohs painting.

8.Compact design.

9.Double carton package.

10.Multi-purpose Usage.

BDimensions
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BSpec.

Type

Frequency Range(-10dB)
Frequency response (£3dB)
Coverage pattern
Sensitivity (1Tw/1m) (SPL)
Sensitivity Max. (SPL)

Power Rating(Continuous/Program/Peak)

Nominal Impedance
Input Connectors

Crossover Mode
Crossover Frequency
Drivers

Enclosure
Appearance Finish
Dimensions (WxHxD)
Package (WxHxD)
Q'ty for package

Weight (kg)
Suspensive/Mounting

33

12", 2-Way Fullrange
60Hz~18kHz

70Hz~17kHz

60°H X 40°V nominal

98dB

124dB

200 /400 /800 watts

8 Ohms
2xSpeakon,NL4,1+ / 1-
(Linked from input to output)
Passive

3.5 kHz

HF: 1X1" / LF: 12"

15mm MDF

Water base Rohs painting.
385x605x340mm
440x640x390mm

1 PCS/ 1 CTN, Inner and
outer carton, double package.
20Kg

35mm tube socket,M8x4
Screw nuts for U-Bracket
or wire flying.

BOptional Accessories
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BFeatures & Application

1.HF driver with 1" Voice Coil.

2.LF driver with 15" (300 watt/RMS).

3.15" 2-way passive fullrange system.

4. M8x4 screw-nuts for installation or flying.
5.Flange adapter (tube dia. 35mm).
6.Rotatable logo Badge.

7.Water base Rohs painting.

8.Compact design.

9.Double carton package.

10.Multi-purpose Usage.

BDimensions
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B Spec.

Type

Frequency Range(-10dB)
Frequency response (+3dB)
Coverage pattern
Sensitivity (Tw/1m) (SPL)
Sensitivity Max. (SPL)

Power Rating(Continuous/Program/Peak)

Nominal Impedance
Input Connectors

Crossover Mode
Crossover Frequency
Drivers

Enclosure
Appearance Finish
Dimensions (WxHxD)
Package (WxHxD)
Q'ty for package

Weight (kg)
Suspensive/Mounting

15", 2-Way Fullrange
50Hz~18kHz
60Hz~17kHz

60°H X 40°V nominal
101dB

129dB

300 /600 /900 watts

8 Ohms
2xSpeakon,NL4,1+ / 1-
(Linked from input to output)
Passive

3 kHz

HF: 1X1" / LF: 15"

18mm MDF

Water base Rohs painting.
432x700x420mm
485x740x470mm

1 PCS/ 1 CTN, Inner and

outer carton, double package.

25Kg
35mm tube socket,M8x4
Screw nuts for U-Bracket
or wire flying.

BOptional Accessories
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ROM10
ROM10/A

BFeatures & Application

1.Stand installation with monitor type (two-way type)
2.HF driver with 1" Voice Coil.

3.LF driver with 10" (150 watt/RMS).

4.10" 2-way passive/active fullrange system.
5. M8x4 screw-nuts for installation or flying.
6.Flange adapter (tube dia. 35mm).
7.Rotatable logo Badge.

8.Water base Rohs painting.

9.Compact design.

10.Double carton package.

11.Multi-purpose Usage.

ROM12
ROM12/A

BFeatures & Application

1.Stand installation with monitor type (two-way type)
2.Rotatable Horn (For standing & Monitor usage)
3.HF driver with 1" Voice Coil.

4. LF driver with 12" (200 watt/RMS).

5.12" 2-way passive/active fullrange system.

6. M8x4 screw-nuts for installation or flying.
7.Flange adapter (tube dia. 35mm).

8.Rotatable logo Badge.

9.Water base Rohs painting.

10.Compact design.

11.Double carton package.

12.Multi-purpose Usage.

35

ROM15
ROM13/A

BFeatures & Application

1.Stand installation with monitor type (two-way type)
2.Rotatable Horn (For standing & Monitor usage)

3.HF driver with 1" Voice Coil.

4. LF driver with 15" (300 watt/RMS).

5.15" 2-way passive/active fullrange system.
6. M8x4 screw-nuts for installation or flying.
7.Flange adapter (tube dia. 35mm).

8.Rotatable logo Badge.

9.Water base Rohs painting.

10.Compact design.
11.Double carton package.
12.Multi-purpose Usage.

Optional Accessories

ROM10/10A

M8 eyebolt ( EB-08) ;

U-bracket;

Bolt plate for U-Bracket (AD-04) ;
Flying wire (Im, 3m, 5m) ;

N-2;

ST-02;

ROM12/12A

ROM15/15A

M8 eyebolt ( EB-08) ;
Flying wire (1m, 3m, 5m) ;
N-2;

ST-02;

Spec.
Type

Frequency Range (-10dB)
Frequency response(+3dB)
Coverage pattern
Sensitivity (Tw/1m) (SPL)
Sensitivity Max. (SPL)

Power Rating(Continuous/Program/Peak)

Nominal Impedance
Input Connectors

Crossover Mode
Crossover Frequency
Drivers

Enclosure
Appearance Finish
Dimensions (WxHxD)
Package (WxHxD)
Q'ty for package

Weight (kg)
Package (Gross) weight (kg)
Suspensive/Mounting

Technical Data for

Amp.Module

Qutput Power
Frequency response
Input Impedance
Input Sensitivity
Rated THD

Line Connectors
Output Connectors

Operation Voltage

ROM10

10", 2-Way Fullrange,
Multi-function type.
60Hz~18kHz

70Hz~17kHz

90°H X 60°V nominal

96dB

121dB

150 /300 /600 watts

8 Ohms

2xSpeakon,NL4,1+ / 1-
(Linked from input to output)
Passive

3 kHz

HF: 1X1" / LF: 10"x1

15mm MDF

Water base Rohs painting.
335x500x305mm
385x545x350mm

1 PCS /1 CTN, Inner and

outer carton, double package.

14/15Kg

35mm tube socket,M8x4
Screw nuts for U-Bracket
or wire flying.

ROM10A

200W RMS

20-23KHz /+0.5dB

33K Ohms

0dBV

<0.005%

Line: XLR

Line Loop Thru: XLR/Male;
Mic. Input: Combo Jack

ROM12

12", 2-Way Fullrange,
Multi-function type.
60Hz~18kHz

70Hz~17kHz

60°H X 40°V nominal

98dB

124dB

200 /400 /800 watts

8 Ohms

2xSpeakon,NL4,1+ / 1-
(Linked from input to output)
Passive

3.5 kHz

HF: 1X1" / LF: 12"x1

15mm MDF

Water base Rohs painting.
385x565x345mm
425x615x385mm

1 PCS /1 CTN, Inner and

outer carton, double package.

18/19Kg

35mm tube socket,M8x4
Screw nuts for U-Bracket
or wire flying.

ROM12A

300W RMS

20-23KHz /+0.5dB

33K Ohms

0dBV

<0.005%

Line: XLR

Line Loop Thru: XLR/Male;
Mic. Input: Combo Jack

115voltor 230volt.

ROM15

15", 2-Way Fullrange,
Multi-function type.
50Hz~18kHz

60Hz~17kHz

60°H X 40°V nominal

101dB

129dB

300 /600 /900 watts

8 Ohms

2xSpeakon,NL4,1+ / 1-
(Linked from input to output)
Passive

3 kHz

HF: 1X1" / LF: 15"x1

18mm MDF

Water base Rohs painting.
432x690x375mm
485x735x415mm

1 PCS /1 CTN, Inner and
outer carton, double package.
25.5/27Kg

35mm tube socket,M8x4
Screw nuts for U-Bracket

or wire flying.

ROM15A

400W RMS

20-23KHz /+0.5dB

33K Ohms

0dBV

<0.005%

Line: XLR

Line Loop Thru: XLR/Male;
Mic. Input: Combo Jack
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HOS8
HOS8/A

BFeatures & Application

1.HF compression driver with 1.5" Voice Coil / 1" Horn throat.

2.LF driver with 8" (200 watt/RMS) / Zebra conepaper.
3.8" 2-way passive fullrange system.

4.M8x9 screw-nuts for installation or flying.
5.Flange adapter (tube dia. 35mm).

6.Rotatable logo Badge.

7.Water base Rohs painting.

8. Rotatable Horn for flying.

9 .Compact design.

10.Double carton package.

11.Multi-purpose Usage.

S
ola

H Spec.

Type

Frequency Range(-10dB)
Frequency response (43dB)
Coverage pattern

Sensitivity (1w/1m) (SPL)
Sensitivity Max. (SPL)

Power Rating(Continuous/Program/Peak)
Nominal Impedance

Input Connectors

Crossover Mode
Crossover Frequency
Drivers

Enclosure
Appearance Finish

Dimensions (WxHxD)
Package (WxHxD)
Q'ty for package

Weight (kg)
Suspensive/Mounting

39

8", 2-Way Fullrange
70Hz~18kHz

80Hz~17kHz

90°H X 60°V nominal

99dB

125dB

200 /400 /800 watts

8 Ohms

2xNutrik® Speakon, NL4 ,1+ / 1-
(Linked from input to output)
Passive

3 kHz

HF:CSR100D/SUIM x 1,
LF:HQ8/SUIM x 1.

15mm Plywood

Water base Rohs painting.
296x500x307mm
360x540x340mm

1 PCS /1 CTN, Inner and
outer carton, double package.
11.5/13.5kg

35mm tube socket,M8x9
Screw nuts for U-Bracket

or wire flying.

B Technical Data for
Amp.Module

High-performance D-Class Amp. module.

Switch Mode Power Supply.

Limiter to protect short-circuit.

Line connector XLR/Input & Output.
Output power 300watt /8 ohm
Frequency response 20-23KHz /+0.5dB

Damping factor >400
Input impedance 33K Ohms
Input sensitivity 0dB
Rated THD. <0.005 %
Gain Control Yes

Operation voltage 115volt or 230volt.

H0S10
HOS10/A

BFeatures & Application

1.HF compression driver with 1.5" Voice Coil / 1" Horn throat.
2.LF driver with 10" (300 watt/RMS) / Zebra conepaper.
3.10" 2-way passive fullrange system.

4.M8x10 screw-nuts for installation or flying.
5.Flange adapter (tube dia. 35mm).

6.Rotatable logo Badge.

7.Water base Rohs painting.

8.Rotatable Horn for flying.

9.Compact design.

10.Double carton package.

11.Multi-purpose Usage.

l Spec.

Type

Frequency Range (-10dB)
Frequency response (+3dB)
Coverage pattern

Sensitivity (Tw/1m) (SPL)
Sensitivity Max. (SPL)

Power Rating(Continuous/Program/Peak)
Nominal Impedance

Input Connectors

Crossover Mode
Crossover Frequency
Drivers

Enclosure
Appearance Finish

Dimensions (WxHxD)
Package (WxHxD)
Q'ty for package

Weight (kg)
Suspensive/Mounting

10", 2-Way Fullrange System
55Hz~20kHz

65Hz~18kHz

90°H X 60°V nominal

100dB

127dB

300 /600 /1200 watts

8 Ohms

2xNutrik © Speakon, NL4 ,1+ / 1-
(Linked from input to output)
Passive

1.9 kHz

HF:CSR100D/SUIM x 1,
LF:HQ10/SUIM x 1.

15mm Plywood

Water base Rohs painting.
335x560x350mm
395x600x385mm

1 PCS/1CTN, Inner and
outer carton, double package.
16/18kg

35mm tube socket,M8x10
Screw nuts for U-Bracket

or wire flying.

BTechnical Data for
Amp.Module

High-performance D-Class Amp. module.

Switch Mode Power Supply.

Limiter to protect short-circuit.

Line connector XLR/Input & Output.
Output power 300watt /8 ohm
Frequency response 20-23KHz /+0.5dB

Damping factor >400
Input impedance 33K Ohms
Input sensitivity 0dB
Rated THD. <0.005 %
Gain Control Yes

Operation voltage 115volt or 230volt.
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HOS12
HOS12/A

BFeatures & Application

1.HF compression driver with 1 3/4" Voice Coil/1. 5" Horn throat.

2.LF driver with 12" (400 watt/RMS) / Zebra conepaper.

3.12" 2-way passive fullrange system.

4.M8x10 screw-nuts for installation or flying.

5.Flange adapter (tube dia. 35mm).
6.Rotatable logo Badge.

7.Water base Rohs painting.

8. Rotatable Horn for flying.

9 .Compact design.

10.Double carton package.
11.Multi-purpose Usage.

193

© M8X4 o

i Spec.

Type

Frequency Range(-10dB)
Frequency response (+3dB)
Coverage pattern

Sensitivity (1w/1m) (SPL)
Sensitivity Max. (SPL)

Power Rating(Continuous/Program/Peak)
Nominal Impedance

Input Connectors

Crossover Mode
Crossover Frequency
Drivers

Enclosure
Appearance Finish

Dimensions (WxHxD)
Package (WxHxD)
Q'ty for package

Weight (kg)
Suspensive/Mounting

12", 2-Way Fullrange
50Hz~20kHz

65Hz~19kHz

90°H X 60°V nominal

101dB

130dB

400 /800 /1600 watts

8 Ohms

2xNutrik® Speakon, NL4 ,1+ / 1-
(Linked from input to output)
Passive

1.8 kHz

HF:CSR150D/SUIM x 1,
LF:HQ12/SUIM x 1

15mm Plywood

Water base Rohs painting.
385x620x400mm
445x660x435mm

1 PCS /1 CTN, Inner and
outer carton, double package.
24/27kg

35mm tube socket,M8x10
Screw nuts for U-Bracket

or wire flying.

Amp.Module

Switch Mode Power Supply.

Line connector
Qutput power
Frequency response
Damping factor
Input impedance
Input sensitivity
Rated THD.

Gain Control
Operation voltage

B Technical Data for

High-performance D-Class Amp. module.

Limiter to protect short-circuit.

XLR/Input & Output.
500watt /8 ohm
20-23KHz /+0.5dB
>400

33K Ohms

0dB

<0.007 %

Yes

115volt or 230volt.

HOS15
HOS15/A

BFeatures & Application

1.HF compression driver with 1 3/4" Voice Coil/1. 5" Horn throat.
2.LF driver with 15" (500 watt/RMS) / Zebra conepaper.
3.15" 2-way passive fullrange system.

4.M8x10 screw-nuts for installation or flying.
5.Flange adapter (tube dia. 35mm).

6.Rotatable logo Badge.

7.Water base Rohs painting.

8. Rotatable Horn for flying.

9. Compact design.

10 .Multi-purpose Usage.

11.Double carton package.
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455

B Spec.

Type

Frequency Range(-10dB)
Frequency response (43dB)
Coverage pattern

Sensitivity (1w/1m) (SPL)
Sensitivity Max. (SPL)

Power Rating(Continuous/Program/Peak)
Nominal Impedance

Input Connectors

Crossover Mode
Crossover Frequency
Drivers

Enclosure
Appearance Finish

Dimensions (WxHxD)
Package (WxHxD)
Q'ty for package

Weight (kg)
Suspensive/Mounting

15", 2-Way Fullrange
40Hz~20kHz
50Hz~19kHz

90°H X 60°V nominal
103dB

133dB

500 /1000 /2000 watts
8 Ohms

2xNutrik® Speakon, NL4 ,1+ / 1-

(Linked from input to output)
Passive

1.6 kHz

HF:CSR150D/SUIM x 1,
LF:HQ15/SUIM x 1.

18mm Plywood

Water base Rohs painting.
455x720x470mm
505x770x525mm

1 PCS /1 CTN, Inner and
outer carton, double package.
31/34kg

35mm tube socket,M8x10
Screw nuts for U-Bracket

or wire flying.

B Technical Data for
Amp.Module

High-performance D-Class Amp. module.

Switch Mode Power Supply.

Limiter to protect short-circuit.

Line connector XLR/Input & Output.
Output power 500watt /8 ohm
Frequency response 20-23KHz /+0.5dB

Damping factor >400
Input impedance 33K Ohms
Input sensitivity 0dB
Rated THD. <0.007 %
Gain Control Yes

Operation voltage 115volt or 230volt.
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HOM8
HOMS8/A

BFeatures & Application

1. Stand installation with monitor type (two-way type)

2.HF compression driver with 1. 5" Voice Coil / 1" Horn throat.
3.LF driver with 8" (200 watt/RMS) / Zebra conepaper.

4.8" 2-way passive fullrange system.

5.M8x5 screw-nuts for installation or flying.

6.Flange adapter (tube dia. 35mm).

7.Rotatable logo Badge.

8.Water base Rohs painting.
9. Rotatable Horn for flying.
10.Compact design.
11.Double carton package.
12.Multi-purpose Usage.

l Spec.

Type

Frequency Range (-10dB)
Frequency response (+3dB)
Coverage pattern

Sensitivity (Tw/1m) (SPL)
Sensitivity Max. (SPL)

Power Rating(Continuous/Program/Peak)
Nominal Impedance

Input Connectors

Crossover Mode
Crossover Frequency
Drivers

Enclosure
Appearance Finish
Dimensions (WxHxD)
Package (WxHxD)
Q'ty for package

Weight (kg)
Suspensive/Mounting

8", 2-Way Fullrange, Multi-function Type
70Hz~18kHz

80Hz~17kHz

90°H X 60°V nominal

99dB

125dB

200 /400 /800 watts

8 Ohms

2xNutrik® Speakon, NL4 1+ / 1-
(Linked from input to output)

w |10
L] FONM

B Technical Data for
Amp.Module

High-performance D-Class Amp. module.
Switch Mode Power Supply.

Za;:":e Limiter to protect short-circuit.

HF-CSR100D/SUIM 1 Line connector XLR/Input & Output.

LF'HQS/SUIM 1 ’ Output power 300watt /8 ohm

15.mm Plywood : Frequency response 20-23KHz /+0.5dB
I Damping factor >400

Water base Rohs painting. Input impedance 33K Ohms

296x500x278mm Input sensitivity 0dB

360x540x325mm Rated THD. <0.005 %

1 PCS /1 CTN, Inner and outer carton, Gain Control Yes

double package. Operation voltage 115volt or 230volt.

11/13kg

35mm tube socket,M8x5
Screw nuts for U-Bracket
or wire flying.
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HOM10
HOM10/A

BFeatures & Application

1. Stand installation with monitor type (two-way type)
2.HF compression driver with 1. 5" Voice Coil / 1" Horn throat.
3.LF driver with 10" (300 watt/RMS)/ Zebra conepaper.
4.10" 2-way passive fullrange system.

5.M8x7 screw-nuts for installation or flying.

6.Flange adapter (tube dia. 35mm).

7.Rotatable logo Badge.

8.Water base Rohs painting.

9. Rotatable Horn for flying.

10.Compact design.

11.Double carton package.

12.Multi-purpose Usage.

: UU
g

[ — =

B Spec.

Type 10", 2-Way Fullrange, Multi-function Type

Frequency Range(-10dB) 55Hz~20kHz

Frequency response (+3dB) 65Hz~18kHz

Coverage pattern 90°H X 60°V nominal .

Sensitivity (Tw/1m) (SPL) 100dB B Technical Data for
Sensitivity Max. (SPL) 127dB

Power Rating(Continuous/Program/Peak) 300 /600 /1200 watts Am P- MOd u Ie
Nominal Impedance 8 Ohms

Input Connectors

Crossover Mode
Crossover Frequency
Drivers

Enclosure
Appearance Finish

Dimensions (WxHxD)
Package (WxHxD)
Q'ty for package

Weight (kg)
Suspensive/Mounting

45

2xNutrik ® Speakon, NL4 ,1+ / 1-
(Linked from input to output)
Passive

1.9 kHz

HF:CSR100D/SUIM x T,
LF:HQ10/SUIM x 1.

15mm Plywood

High-performance D-Class Amp. module.

Switch Mode Power Supply.

Limiter to protect short-circuit.

Line connector XLR/Input & Output.
Output power 300watt /8 ohm
Frequency response 20-23KHz /+0.5dB

Water base Rohs painting. a;rgtpil:qufeadc;r?ze ;;Igg)hms
335x560x300mm Input sensitivity 0dB
385x600x345mm Rated THD. <0.006 %
1 PCS /1 CTN, Inner and outer carton, Calin CHRIa) Yes

double package.
14/16kg

35mm tube socket,M8x7
Screw nuts for U-Bracket
or wire flying.

Operation voltage 115volt or 230volt.

HOM12
HOM12/A

BFeatures & Application

1. Stand installation with monitor type (two-way type)
2.HF compression driver with 1 3/4" Voice Coil / 1. 5" Horn throat.
3.LF driver with 12" (400 watt/RMS)/ Zebra conepaper.
4.12" 2-way passive fullrange system.

5.M8x5 screw-nuts for installation or flying.

6.Flange adapter (tube dia. 35mm).

7.Rotatable logo Badge.

8.Water base Rohs painting.

9. Rotatable Horn for flying.

10.Compact design.

11.Double carton package.

12.Multi-purpose Usage.

5 ]

= = F ——rr —
B Spec.
Type 12", 2-Way Fullrange, Multi-function Type
Frequency Range(-10dB) 50Hz~20kHz
Frequency response (+3dB) 65Hz~19kHz
Coverage pattern 90°H X 60°V nominal .
Sensitivity (1w/1m) (SPL) 101dB B Technical Data for
Sensitivity Max. (SPL) 130dB
Power Rating(Continuous/Program/Peak) 400 /800 /1600 watts Am P- MOd U|e
Nominal Impedance 8 Ohms

Input Connectors

Crossover Mode
Crossover Frequency
Drivers

Enclosure
Appearance Finish
Dimensions (WxHxD)
Package (WxHxD)
Q'ty for package

Weight (kg)
Suspensive/Mounting

2xNutrik® Speakon, NL4 ,1+ / 1-
(Linked from input to output)
Passive

1.8 kHz

HF:CSR150D/SUIM x 1,
LF:HQ12/SUIM x 1.

15mm Plywood

High-performance D-Class Amp. module.

Switch Mode Power Supply.

Limiter to protect short-circuit.

Line connector XLR/Input & Output.
Output power 500watt /8 ohm
Frequency response 20-23KHz /+0.5dB

— Damping factor >400
Water base Rohs painting. Input impedance 33K Ohms
385x620x350mm Input sensitivity 0dB
435x660x395mm o
; ] d Rated THD. <0.007 %
PCS /1 CTN, Inner and outer carton, Gain Control Yes

double package.
23/26kg

35mm tube socket,M8x5
Screw nuts for wire flying.

Operation voltage 115volt or 230volt.
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HOM19
HOM15/A

BFeatures & Application

1. Stand installation with monitor type (two-way type)

2.HF compression driver with 1 3/4" Voice Coil /1. 5" Horn throat.
3.LF driver with 15" (500 watt/RMS)/ Zebra conepaper.

4.15" 2-way passive fullrange system.

5.M8x5 screw-nuts for installation or flying.

6.Flange adapter (tube dia. 35mm).

7.Rotatable logo Badge.

8.Water base Rohs painting.

9 .Rotatable Horn for flying.

10.Compact design.

e e Thrillin g Vo ice
Made top music

30
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E ; 3 H
BSpec.
Type 15", 2-Way Fullrange, Multi-function Type
Frequency Range(-10dB) 40Hz~20kHz
Frequency response (+3dB) 50Hz~19kHz
Coverage pattern 90°H X 60°V nominal i
Sensitivity (Tw/1m) (SPL) 103dB B Technical Data for
Sensitivity Max. (SPL) 133dB
Power Rating(Continuous/Program/Peak) 500 /1000 /2000 watts Am P- MOd u Ie
Nominal Impedance 8 Ohms
Input Connectors 2xNutrik® Speakon, NL4 ,1+ / 1- High-performance D-Class Amp. module
(Linked from input to output) 9n-p p- :
Crossover Mode Passive SnTlen eels el UL
Crossover Frequency 1.65 kHz Limiter to protect short-circuit.
Drivers HE:CSR150D/SUIM x 1, Line connector XLR/Input & Output.
LF:HQ15/SUIM x 1 Output power 500watt /8 ohm
E : : Frequency response 20-23KHz /+0.5dB
nclosure 18mm Plywood Damping factor >400
Appearance Finish Water base Rohs painting. Inputpimgpedance 33K Ohms
Dimensions (WxHxD) 432x730x375mm Input sensitivity 0dB
Package (WXHXD) 485x770x420mm Rated THD. <0.007 %
Q'ty for package 1 PCS /1 CTN, Inner and outer carton, Gain Control Yes
double package. Operation voltage 115volt or 230volt
Weight (kg) 25/28kg P g '
Suspensive/Mounting 35mm tube socket,M8x5
Screw nuts for wire flying. MORE THAN SOUND
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Spec.

Type

Frequency Range (-10dB)
Frequency response (+3dB)
Coverage pattern

Sensitivity (1w/1m) (SPL)
Sensitivity Max. (SPL)

Power RatiI'lg(Continuous/Program/Peak)
Nominal Impedance

Input Connectors

Crossover Mode
Crossover Frequency
Drivers

Enclosure
Appearance Finish
Dimensions (WxHxD)
Package (WxHxD)
Q'ty for package

Weight (kg)

Technical Data for
Amp.Module

Output Power
Input Type

Input Impedance
Rated THD

Line Connectors
Output Connectors

Operation Voltage

LM-10
LM-10A

10", 2-Way Fullrange, Coaxial,
floor monitor type
55Hz~20kHz

65Hz~18kHz

90°H X 90°V nominal

97dB

118dB

150/300/600 watts

8 Ohms

2xSpeakon, NL4 ,1+ / 1-
(Linked from input to output)
Passive

2700 kHz
HF:1x1"/SUIM,LF:1x10"
(TC-10/200EF)/SUIM

15mm MDF

Water base Rohs painting.
380x360x360mm
430x400x405mm

1 PCS /1 CTN, Inner and outer
carton, double package.
15/16.5Kg

150W RMS

Balanced differential

20K Ohms

<0.005%

Line: XLR

Line Loop Thru: XLR/Male;
Mic. Input: Combo Jack
~100-120v or~220-240v

Optional Accessories
M8 eyebolt ( EB-08) ; U-bracket ; Flying wire (Im, 3m, 5m) ;

Cover ; Stand (ST-02);N-2;

LM-12
LM-12A

12", 2-Way Fullrange, Coaxial,
floor monitor type
50Hz~20kHz

60Hz~18kHz

90°H X 90°V nominal

98dB

120dB

200/400/800 watts

8 Ohms

2xSpeakon, NL4 ,1+ / 1-
(Linked from input to output)
Passive

2000 kHz
HF:1x1"/SUIM,LF:1x12"
(TC-12/200EF)/SUIM

15mm MDF

Water base Rohs painting.
420x400x395mm
470x440x445mm

1 PCS /1 CTN, Inner and outer
carton, double package.
17/18.5Kg

200W RMS

Balanced differential

20K Ohms

<0.005%

Line: XLR

Line Loop Thru: XLR/Male;
Mic. Input: Combo Jack
~100-120v or~220-240v

LM-19
LM-15A

15", 2-Way Fullrange, Coaxial,
floor monitor type
50Hz~20kHz

55Hz~18kHz

90°H X 90°V nominal

100dB

128dB

300/600/1200 watts

8 Ohms

2x Speakon, NL4 ,1+ / 1-
(Linked from input to output)
Passive

2800 kHz
HF:1x1"/SUIM,LF:1x15"
(TC-15/200EF)/SUIM

15mm MDF

Water base Rohs painting.
460x450x430mm
510x490x475mm

1 PCS /1 CTN, Inner and outer
carton, double package.
20/21.5Kg

300W RMS

Balanced differential

20K Ohms

<0.006%

Line: XLR

Line Loop Thru: XLR/Male;
Mic. Input: Combo Jack
~100-120v or ~220-240v

BSpec.
Type

Frequency Range(-10dB)
Frequency response (+3dB)
Coverage pattern

Sensitivity (Tw/1m) (SPL)
Sensitivity Max. (SPL)

Power Rating(Continuous/Program/Peak)
Nominal Impedance

Input Connectors

Crossover Mode
Crossover Frequency
Drivers

Enclosure
Appearance Finish
Dimensions (WxHxD)
Package (WxHxD)
Q'ty for package

Weight (kg)
Suspensive/Mounting

12", 2-Way Fullrange, Coaxial, floor
monitor type

45Hz~20kHz

55Hz~18kHz

90°H X 90°V nominal

101dB

129dB

400 /800 /1600 watts

8 Ohms

2xNutrik® Speakon, NL4,1+ / 1-
(Linked from input to output)
Passive

2000 kHz

Coaxial type: CX-12/400/SUIM x 1
15mm Plywood

Water base Rohs painting.
430x480x375mm
480x525x420mm

1 PCS /1 CTN, Inner and outer
carton, double package.
19/21kg

35mm tube socket,M8x3
Screw nuts for U-Bracket

or wire flying.

COAKIAL MONITOR

LH12
LH12/A

BFeatures & Application

1.HF compression driver with 1.75" Voice Coil / 1.5" Horn throat.
2.LF driver with 12" (400 watt/RMS)/ Zebra conepaper..
3.12" 2-way fullrange system. (Coaxial type)

4.M8x3 screw-nuts for installation or flying.
5.Rotatable logo Badge.

6.Water base Rohs painting.

7.Cross-over fixed on terminal board for easy repairing.
8.Compact design.

9.Double carton package.

10.Steel Grill with acoustic foam.

1 1.Multi-purpose Usage.

B Technical Data for
Amp.Module

High-performance D-Class Amp. module.

Switch Mode Power Supply.

Limiter to protect short-circuit.

Line connector XLR/Input & Output.
Output power 500watt /8 ohm
Frequency response 20-23KHz /+0.5dB

Damping factor >400
Input impedance 33K Ohms
Input sensitivity 0dB
Rated THD. <0.007 %
Gain Control Yes

115volt or 230volt.

Operation voltage
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Spec.

Type

Frequency response(+3dB)

Sensitivity (1w/1m) (SPL)
Sensitivity Max. (SPL)
Power Rating

Nominal Impedance
Drivers

Appearance Finish
Dimensions (WxHxD)
Package (WxHxD)
Q'ty for package

Weight (kg)

Technical Data for
Amp.Module

OQutput Power
Input Type

Input Impedance
Input Sensitivity
LED Indicators
Rated THD

Line Connectors
Output Connectors
Operation Voltage

51

SB-10/300
SB-10/300A

10" Bass reflex type subwoofer
40Hz~250Hz (adjustable function)l
97dB

118dB

300 watts

8 Ohms

10"TC-10/300SW(2.5" Voice Coil
300watt:SUIM)x1

Water base Rohs painting.
330x410x440mm
375x450x490mm

1 PCS/1 CTN, inner & outer caton
double package.

19/20kg

300W RMS

Balanced differential

20K Ohms

Line: 0 dBV

Signal Overload

<0.005%

Line: XLR / 1/4"

Line Loop Thru: XLR / Male;
~100-120V or ~220-240v

$B-12/400
SB-12/400A

12" Bass reflex type subwoofer
40Hz~250Hz (adjustable function)l
100dB

124dB

400 watts

8 Ohms

12"TC-12/400SW(3" Voice Coil
400watt: SUIM)x1

Water base Rohs painting.
390x465x580mm
435x500x635mm

1 PCS/1 CTN, inner & outer caton
double package.

26/27kg

500W RMS

Balanced differential

20K Ohms

Line: 0 dBV

Signal Overload

<0.007%

Line: XLR / 1/4"

Line Loop Thru: XLR / Male;
~100-120V or ~220-240v

SB-15/400
SB-15/400A

15" Bass reflex type subwoofer
40Hz~250Hz (adjustable function)
101dB

127dB

500 watts

8 Ohms

15"TC-15/400SW(3" Voice Coil
500watt:SUIM)x1

Water base Rohs painting.
420x540x595mm
465x580x645mm

1 PCS/1 CTN, inner & outer caton
double package.

37/39kg

500W RMS

Balanced differential

20K Ohms

Line: 0 dBV

Signal Overload

<0.007%

Line: XLR / 1/4"

Line Loop Thru: XLR / Male;
~100-120V or ~220-240v

Spec.

Type

Frequency response (+3dB)
Coverage pattern
Sensitivity (1w/1m) (SPL)
Sensitivity Max. (SPL)
Power Rating

Nominal Impedance
Drivers

Enclosure

Appearance Finish
Dimensions (WxHxD)
Package (WxHxD)

Q'ty for package

Weight (kg)

Technical Data for

Amp.Module

Output power
Frequency response
Damping factor
Input impedance
Input sensitivity
Rated THD.

Gain Control
Operation voltage

SB-15/800
SB-15/800A

15" Bass reflex type
48Hz~250Hz

Omni

102dB

132dB

800 watts

8 Ohms
LF:1x15"(TC-15/800SW)
18mm Plywood

Water base Rohs painting.
496x595x745mm
545x640x800mm

1 PCS/1 CTN, Inner and outer
carton, double package.
42/45kg

800watt /8 ohm
20-23KHz /+0.5dB
>400

33K Ohms

0dB

<0.008 %

Yes

115volt or 230volt.

SB-18/800
SB-18/800A

18", Bass reflex type
47Hz~240Hz

Omni

102dB

133dB

800 watts

8 Ohms

LF:TC-18/800SW/ SUIMx1, 4" Voice Coil
18mm Plywood

Water base Rohs painting.
550x735x625mm
590x775x670mm

1 PCS /1 CTN, Inner and outer
carton, double package.
51/53kg

800watt /8 ohm
20-23KHz /+0.5dB
>400

33K Ohms

0dB

<0.008 %

Yes

115volt or 230volt.
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Type

Frequency Range(-10dB)
Frequency response (+3dB)
Coverage pattern

Sensitivity (1w/1m) (SPL)
Sensitivity Max. (SPL)

Power Rating(Continuous/Program/Peak)
Nominal Impedance

Input Connectors

Crossover Mode
Crossover Frequency
Drivers

Enclosure
Appearance Finish
Dimensions (WxHxD)
Package (WxHxD)

LA18B
LA18B/A

2x18" Bass reflex, sub-woofer
40Hz~290Hz

45Hz~280Hz

Omni

103dB

137dB

1600 /3200 /6400 watts

4 Ohms

2xNutrik ® Speakon, NL4 ,1+ / 1-
(Linked from input to output)
Active

Adjustable with speaker controller

2x18" (TC-18/800SW), with Zebra Conepaper

18mm Plywood
Polyurea coating
1170x610x760mm
1230x645x810mm

LA18BK
LA18BK/A

2x18" Semi Band-pass, sub-woofer

35Hz~280Hz
40Hz~270Hz

Omni

103dB

137dB

1600 /3200 /6400 watts
4 Ohms

2xNutrik ® Speakon, NL4 ,1+ / 1-

(Linked from input to output)
Active

Adjustable with speaker controller
2x18" (TC-18/800SW), with Zebra Conepaper

18mm Plywood
Polyurea coating
820x860x725mm
875x905x775mm
1PCS/1CTN

Q'ty for package 1PCS/1CTN
Weight (kg) 80/84kg 85/89kg
Suspensive/Mounting Rigging Frame for flying & stacking Rigging Frame for flying & stacking

o~ -j.-.";' -

Technical Data for
Amp.Module

Output power
Frequency response
Damping factor
Input impedance
Input sensitivity
Rated THD.

Gain Control

Power switch
Operation voltage

800Wattx2 /8 ohm

20-23KHz /+0.5dB
>400

33K Ohms

0dB

<0.008 %

Yes

No

115volt or 230volt.

800Wattx2 /8 ohm
20-23KHz /+0.5dB
>400

33K Ohms

0dB

<0.008 %

Yes

No

115volt or 230volt.
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BFeatures & Application

1.Stand installation with monitor type (two-way type)
2.HF driver with 1" Voice Coil.

3.LF driver with 8" (100 watt/RMS).

4.8" 2-way passive fullrange system.

5.Rotatable logo Badge.

6.Water base Rohs painting.

7.Compact design.

8.Double carton package.

ESpec.

Type

Frequency Range (-10dB)
Frequency response (+3dB)
Coverage pattern

Sensitivity (Tw/1m) (SPL)
Sensitivity Max. (SPL)

Power Rating(Continuous/Program/Peak)
Nominal Impedance

Crossover Frequency

Drivers

Enclosure
Appearance Finish
Dimensions (WxHxD)
Package (WxHxD)
Q'ty for package
Weight (kg)

55

8",2-Way Fullrange System,monitor type

80Hz~20kHz
70Hz~18kHz

90°H X 90’V nominal
96dB

118dB

100 /200 /400 watts

8 Ohms

5 kHz

HF: SM8/SUIMx1,

LF: TC-8/100SM/ SUIMx1
12mm MDF

Water base Rohs painting.
250x325x250mm
300x370x290mm
1PCS/1CIN

6Kg

I
\

SM82

ESpec.

Type

Frequency Range (-10dB)
Frequency response (+3dB)
Coverage pattern

Sensitivity (1w/1m) (SPL)
Sensitivity Max. (SPL)

Power Rating(Continuous/Program/Peak)
Nominal Impedance

Crossover Frequency

Drivers

Enclosure
Dimensions (WxHxD)
Package (WxHxD)
Q'ty for package
Weight (kg)
Suspensive/Mounting

ESpec.

Type

Frequency Range (-10dB)
Coverage Pattern
Sensitivity (1w/1m) (SPL)
Crossover Mode
Crossover Frequency
Drivers

Nominal Impedance
Dimensions (WxHxD)
Suspension / Mounting:

5", two-way, coaxial
85 Hz ~18kHz
90°x90°'nominal

93 dB

Passive

2.2 kHz

LF: 1 x 5" HF: 1X1"

8 Ohms
160x210x160mm
2xM8 mounting points

8",2-Way monitor type
60Hz~18kHz
55Hz~17kHz

60°H X 40°V nominal
98dB

122dB

200 /400 /600 watts
8 Ohms

2.1 kHz

HF: HT200/SUIMx1,

LF: TC-8/100N/ SUIMx 2

15mm MDF
660x335x270mm
710x395x295mm
1PCS/1CTN
13.5Kg

M8x2 Screw nuts
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Optional Accessories

Spec.

Type

Frequency response (+3dB)
Coverage pattern

Sensitivity (1w/1m) (SPL)
Sensitivity Max. (SPL)

Power Rating (Continuous/Program/Peak)
Nominal Impedance

Input Connectors

Crossover Mode
Crossover Frequency
Drivers

Enclosure
Appearance Finish

Dimensions (WxHxD)
Package (WxHxD)
Weight (kg)
Suspensive/Mounting

4" | 2-Way Mid-Hi range cabinet
80Hz~18kHz

120'H X 90V nominal

90dB

118dB

100 watts/200 watts/400 watts
8 Ohms

2xNutrik® Speakon, NL4 ,1+ / 1-
(Linked from input to output)
Passive

3 kHz

HF: 1"(CSR-10FD/SUIM)x1,

LF: 4"(TC-5/40ND/SUIM)x2
Aluminum

Water-borne (Green Eco), Sand
texture painting (4 times)
128x400x125mm
170x520x300mm/ 2PCS
3.5Kg

& 35mm tube holder for standing

4", 2-Way Mid-Hi range cabinet
80Hz~18kHz

120°H X 90°V nominal

94dB

126dB

200 watts/400 watts/800 watts
8 Ohms

2xNutrik® Speakon, NL4 ,1+/ 1-
(Linked from input to output)
Passive

2.8 kHz

HF: 1"(CSR-10FD/SUIM)x1,

LF: 4"(TC-5/40ND/SUIM)x4
Aluminum

Water-borne (Green Eco), Sand
texture painting (4 times)
128x540x125mm
170x660x300mm / 2PCS
4.5Kg

$35mm tube holder for standing

4" | 2-Way Mid-Hi range cabinet
80Hz~18kHz

120°H X 90V nominal

95dB

128dB

300 watts/600 watts/1200 watts
8 Ohms

2xNutrik® Speakon, NL4 ,1+/ 1-
(Linked from input to output)
Passive

3kHz

HF: 1"(CSR-10FD/SUIM)x1,

LF: 4"(TC-5/40ND/SUIM)x6
Aluminum

Water-borne (Green Eco), Sand
texture painting (4 times)
128x810x125mm
170x930x300mm / 2PCS

6Kg

$35mm tube holder for standing

Spec.

Type

Frequency response (+3dB)
Coverage pattern
Sensitivity (1w/1m) (SPL)
Sensitivity Max. (SPL)
Power Rating (RMS)
Standard Color

Input Connectors
Crossover Mode
Crossover Frequency
High Drivers

Low driver

Enclosure

Integral 100V transforma
Dimensions (WxHxD)
Package (WxHxD)

Q'ty for package

Weight (kg)

Setting panel size

Low Impedance
High Impedance

The SUIM ceiling speaker (CL-60,CL-80) are 2-way integral ceiling speakers with
compact size, impressive balance sound level, high clear sound characteristic
woofers are using well refined polyfilm membrane.

To optimise public address sound characteristic, these are adapting 2-way coaxial

type speaker unit.

High quality woofers with coaxial high frequency driver and precise setting cross-
over of speaker systems provide comfortable & dynamic sound feelings for all
audience.Also optimised bass reflex housing offer to reliable sound reproduction
even in any application of PA systems.

Low impedance & high impedance setting knobs will give many choice for using
the ceiling speaker. You can control the Low & High impedance in ease with 6-stage

selection switch.

SUIM ceiling speaker will be conbined in schools, churches conference room, restaurants,

hotels, pubs, and much more.

2-way, fullrang, coaxial type
65Hz~18kHz

90°H X 90°V nominal

88dB

109dB

80 watts

White

2P Terminal

Passive

3.1 kHz

HF: 1" tweeter / ND

6 1/2" Polyfilm woofer
UV resistance ABS
Switchable 6 stage impedance
$260x185mm
300x220x300mm

inner & outer caton

2.5Kg

$230

8/16 Ohms
100v--30,15,7.5,3.75w
70v--15,7.5,3.75,1.9w

2-way, fullrang, coaxial type
60Hz~18kHz
90°H X 90°V nominal
90dB
112dB
100 watts
White
2P Terminal
Passive
3 kHz
HF: 1" tweeter /ND
8" Polyfilm woofer
UV resistance ABS
Switchable 6 stage impedance
$300x210mm
350x240x350mm
inner & outer caton
3Kg
$270
8/16 Ohms
100v--40,20,10.5w
70v--20,10,5,2.5w
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Digital Snake Cable
Power Amplifier

Powered speaker system

Receiver

Analog Input
Analog Output
Adjustable Analog Input
Resolution

Sample Rate
Dynamic Range
THD + Noise
Frequency Response
Noise Floor

Cross Talk

Indicate

Phantom Power
Ethernet

Power

Dimension (WxHxD)

Digital Snake Cable

DSC40R

8CH(XLR jack)

32CH(XLR jack)

+/-30dBV
16bit,20bit,24bit

48KHz

110dBV
<0.008%@1KHz,0dB Gain
20Hz~20KHz @ +/-0.5dBV
<-100dBV

<-100dBV

Signal input LED,Phantom Power LED,Clipping LED,Power Switch LED

DC 48V Switch On/Off

CATS5E Cable Max 100M,100 Base-T RJ-45 Jack 2pork(Link&Cobranet)

AC100V~240V 50Hz~60Hz
480mmx220mmx270mm

connected by

GobraNet

DSC24R

8CH(XLR jack)

16CH(XLR jack)

+/-30dBV
16bit,20bit,24bit

48KHz

110dBV
<0.008%@1KHz,0dB Gain
20Hz~20KHz @ +/-0.5dBV
<-100dBV

<-100dBV

DC 48V Switch On/Off

AC100V~240V 50Hz~60Hz
480mmx135mmx270mm

DSC8R

/
8CH(XLR jack)

/

16bit,20bit,24bit

48KHz

110dBV
<0.008%@1KHz,0dB Gain
20Hz~20KHz @ +/-0.5dBV
<-100dBV

<-100dBV

/

/

AC100V~240V 50Hz~60Hz
480mmx44mmx255mm
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DIGITAL SNAKE CABLE

61

Digital Snake Cable
Transmitter

Analog Input
Analog Output

Adjustable Analog Input

Resolution

Sample Rate
Dynamic Range
THD + Noise
Frequency Response
Noise Floor

Cross Talk

Indicate

Phantom Power
Ethernet

Power

Dimension (WxHxD)

DSC40T

32CH(XLR jack)

8CH(XLR jack)

+/-30dBV
16bit,20bit,24bit

48KHz

110dBV
<0.008%@1KHz,0dB Gain
20Hz~20KHz @ +/-0.5dBV
<-100dBV

<-100dBV

CobraNet

DSC24T DSC8T
16CH(XLR jack) 8CH(XLR jack)
8CH(XLR jack) /

+/-30dBV /
16bit,20bit,24bit 16bit,20bit,24bit
48KHz 48KHz

110dBV 110dBV

<0.008%@1KHz,0dB Gain
20Hz~20KHz @ +/-0.5dBV
<-100dBV

<-100dBV

<0.008%@1KHz,0dB Gain
20Hz~20KHz @ +/-0.5dBV
<-100dBV

<-100dBV

Signal input LED,Phantom Power LED,Clipping LED,Power Switch LED

DC 48V Switch On/Off

DC 48V Switch On/Off

CATS5E Cable Max 100M,100 Base-T RJ-45 Jack 2pork(Link&Cobranet)

AC100V~240V 50Hz~60Hz
480mmx220mmx270mm

DSC8T

AC100V~240V 50Hz~60Hz
480mmx135mmx270mm

AC100V~240V 50Hz~60Hz
480mmx44mmx255mm

DSC24T

connected hy

Digital Snake Cable

Receiver/Transmitter DSC4RT

Analog Input 4CH(XLR jack)

Analog Output 4CH(XLR jack)

Adjustable Analog Input +/-30dBV

Resolution 16bit,20bit,24bit

Sample Rate 48KHz

Dynamic Range 110dBV

THD + Noise <0.008%@1KHz,0dB Gain

Frequency Response 20~20KHz @ +/-0.5dB

Noise Floor <-100dBV

Cross Talk <-100dBV

Ethernet Cat5 Cable Max 100M,100
Base-T RJ-45 jack

Power DC14V

Dimension 480mmx44mmx255mm

INSTALL DIAGRAM

~af— P UTP CABLE(LAN)
= P Analoge signal cable
-~ — P Analoge speaker cable

Usage of Snake Cable Purpose

-Drum Mic / \
-Keyboard

-Mic

-Elec Guiter

:E‘;“w Spegiier MAS.2 MA9 2

HQS815 HQS15 HQS15 HQS15

Usage of Snake Cable & Muiti-Connection

- > b”U'B\ ‘-I—D--.q_...-
ZANN

-Keyboa AR B

-Mic // / \

-Elec Guiter / \

-Monitor Speaker // / \ N

-Ete / ; \ \
HQS15AC HQS15AC HQS15AC HQS15AC

Usage of Snake Cable & Multi-Connection

- -

-Drum Mic

-Keyboard

-Mic

-Elec Guiter '
-gmgn'ﬂor Speaker HUB

HQS15AC HQS15AC HQS15AC  HQS15AC

Usage of Snake Cable & Power Amp Connection

/N
/ \

-Drum Mic \

-Keyboard /

Mon I 4 4
Elec Guiter

Monilwsmkef CSR502 CSR502

T

HQS156 HQS15 HQS156 HQS15
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Sequence Power Switch

CobraNet Module

Analog Input
Analog Output
Adjustable Analog Input
Resolution

Sample Rate
Dynamic Range
THD + Noise
Frequency Response
Noise Floor

Cross Talk

Ethernet

Power
Dimension (WxHxD)

DCM4

DCM4

4CH

4CH

+/-30dBV
16bit,20bit,24bit
48KHz

110dB
<0.008%@1KHz,0dB Gain
20~20KHz at +/-0.5dB
<-100dBV

<-100dBV

Cat5 Cable Max 100M,
100Base-T

DC14V
100mmx35mmx149mm

INSTALL DIAGRAM

Usage of Speaker System Connection Purpose

s UTP CABLE(LAN)
-af P Analoge signal cable
-l —P» Analoge speaker cable

~—_

/’

Multiple Usage of VISTRON Products

- P UTP CABLE(LAN)
-af P Analoge signal cable
-l —p» Analoge speaker cable

-f—Pp» Ac Power ON/OFF Control

63

-Drum Mic
-Keyboard

-Mic

-Elec Guiter
-Monitor Speaker
-Efc

T

e

N

DCM2

2CH

2CH

+/-30dBV
16bit,20bit,24bit
48KHz

110dB
<0.008%@1KHz,0dB Gain
20~20KHz at +/-0.5dB
<-100dBV

<-100dBV

Cat5 Cable Max 100M,
100Base-T

DC14V
100mmx35mmx149mm

DCM2

CSR502 CR-8NL
Power Amplifier i AC POWER Control o
HQs15 HQs15

GobraNet*

HQS15AC
4

__p~ HOS15AC

M HQS15AC

A HQS15AC

CSR602 >

Power Amplifier }
A/\

HQS15 HQS15

CR-8N

Display
Control Channel
Load per channel

AC line voltage
8 channel, Direct out 1channel
220V/10A(2200W), 117V/15A

Time Lag 0~999Sec, Constant Power Channel
Link control Unlimited allow

Control Link Connector Mini-din 4pin

Remote control RCA Jack

Qutput connector
DC 24V output

LED lamp connector
Power

Dimension (WxHxD)

CR-8NM

Display
Control channel
Load per channel

three wire AC connector
1.5A max(screw terminal)
USB jack(DC5V/500mA)
AC90V ~ 240V / 50Hz ~ 60Hz
480mm x 66mmx 330mm

AC line voltage
8 channel, Direct out 1channel
220V/10A(2200W), 117V/15A

Time Lag 0~999Sec, Constant Power Channel
Link control Unlimited allow

Control Link connector Mini-din 4pin

Remote control RCA Jack

Ethernet control

Output connector
DC 24V output

LED lamp connector
Power

Dimension (WxHxD)

CR-8NL

Display

Control channel
Load per channel

RJ45 100Base-T(Smart Phone
Control / Android & IPHONE)
Three wire AC connector
1.5A max(screw terminal)
USB jack(DC5V/500mA)
AC90V ~ 240V / 50Hz ~60Hz
480mm x 66mm x 330mm

AC line voltage,Load Total current
Load Total watt,Set number,watch
16x2 text LCD

8 Channel

220V/10A(2200W), 117V/15A

Current Resolution 1mA
Range 1mA~25A
Time Lag 1Sec~18Hour
Link control Unlimited allow
Control Link connector Mini-din 4pin
Remote control RCA Jack

Ethernet control

Serial control
Qutput connector
DC 24V output

LED lamp connector
Power

Dimension (WxHxD)

INSTALL DIAGRAM

RJ45 100Base-T

(Android & IPHONE)

Dsub 9pin Female

Three wire AC connector
1.5A max(screw terminal)
USB jack(DC5V/500mA)
AC90V ~ 240V / 50Hz ~ 60Hz
480mm x 66mm x 330mm

Feature

Feature

Feature

Line Voltage display
Link control
Remote control

Line Voltage display
smart phone control
PC control

Adjustable output channel time lag

Limited power off control(Voltage, current)
Auto power on/off scheduling

Line Voltage & Current read(1 ~ 8CH)
Internet control

Serial control

Link control

Remote control

Usage of Sequence Power Switch Smmiml Connection
& Control PC Connection =
UTP CABLE(LAN)
UTP CABLE(LA
(LAN) Conirol Internet Internet
CR-8NL PC Modem
o CR-8NL
Control HUB
nn CR-8NL
CR-8NL Intemet HUB
CRENL Modem CR-8NL

CR-8NL 64
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POWER AMPLIFIER
suim CLASS-D
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The CSR series amplifier is ideal of electronics. Even the ultra light weight & 1 U

PROFESSIONAL amplifier, it is high performance, professional Quality, and most convenience for
DIGITAL POWER AMPLIFIER customer.

connected by High reliability, very clear sound are cause of simple & high Quality components.

cnnra“etm These are full digital technology and SMPS.
These can be usable to very wide applications such as small band, Bar, public
address in school, church, and home etc.
You come to know how it is convenient and perfect amplifier for small power usage.
DCM2

CUSTOMER OPTION

S00walts, B O

CSRB0Y

CSR302/CSR304/CSR502/CSR802/CSR1202 are mounting SMPS power supply and D-Class power amps.
Upto 2,800watts RMS real power, They are covering small PAto big sound system, also very light
weight offer a touring team happy work condition with rock stable operation.For the professional
users CSRseries are surely answer!

DIGITAL
AMPLIFIER

Type
Output Power
(per CH,RMS)

Freqg.Response
(£3dB)

T.H.D

Control

Protections
Power Input
Dimension
(WxHxD)
Weight

67

CSR302
CSR302C

Class-D

8ohm 300W X 2CH
40hm 600W X 2CH
2ohm 1000W X 2CH
8ohm Bridge 1200W

15Hz~20KHz+1dB

<0.01%

Bridge On/Off

Low Pass Select 30Hz, 70Hz
Limiter On/Off

Over Temp, Short protection
~110Vor220V,50/60Hz

480x88x470
8Kg

CSR502
CSR502C

Class-D

8ohm 500W X 2CH
40hm 1000W X 2CH
2o0hm 1200W X 2CH
8ohm Bridge 1500W

15Hz~20KHz+1dB

<0.01%

Bridge On/Off

Low Pass Select 30Hz, 70Hz
Limiter On/Off

Over Temp, Short protection
~110V or220V,50/60Hz

480x88x470
10Kg

CSR802
CSR802C

Class-D

8ohm 800W X 2CH
40hm 1600W X 2CH
2ohm 1800W X 2CH
8ohm Bridge 2000W

15Hz~20KHz+1dB

<0.01%

Bridge On/Off

Low Pass Select 30Hz, 70Hz
Limiter On/Off

Over Temp, Short protection
~110Vor220V,50/60Hz

480x88x470
10Kg

DIGITAL AMPLIFIER
CSR304/4 CHANNEL

Class-D
8ohm 300wx4CH
40hm 600wx4CH

8ohm Bridge 1200wx2CH

15Hz~20KHz+1dB

<0.01%

Bridge On/Off

Low Pass Select 30Hz,70Hz
Limiter On/Off ,HPF on/off

Over Temp, Short protection
~110Vor220V,50/60Hz

480x88x470
11Kg
CSR1202
CSR1202C
Class-D
8ohm 1200W X 2CH
40hm 2400W X 2CH
2o0hm /

8ohm Bridge 2800W
15Hz~20KHz+1dB

<0.01%

Bridge On/Off

Low Pass Select 30Hz, 70Hz
Limiter On/Off

Over Temp, Short protection
~110Vor220V,50/60Hz

480x88x470
13Kg

Technical Data for
Amp.

Output Power (1kHZ, 0.01% THD+N)

Type
RMS into 8 Ohm

L]
CERI152

CSR192

Class-D
150 W X 2CH

RMS into 4 Ohm
Frequency Response(0/-1dB, 1Tw/8Q)

250 WX 2CH
20-20kHz

THD+N (at 8 2 /TkHz and -dB under clip)
Input Sensitivity (8 ohm stereo)

<0.01%
0dB/0.755V

Input Impedance (bal/unbal)
S/N(dB)

>20K / >10K
>60 dB

Connector Input
Connector Output

2x XLR / 1/4"
Thru: 2xXLR/male
2xspeakon, 1+/1-, NL4

Operating Voltage
Dimension (WxHxD) mm

~110-220V, 50/60Hz
483x44.5x350mm

Net Weight (kg)

3

CSR154
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ST-04

(25mm) (35mm)

S da @

LF-01/LA4MH LF-03 LF-04/LA10CX i Ly U-bracket PIN

4 =4 ¢ Q

LA6-15B LA6MH M8 Eyebolt Flying wire Speakon Cable
LF-05/ | n6-188 TF-01/LA4MH TF'OZ/LAsMH TF-03/LA10CX :EEI-I{'J:E:: .1$,ai, Sm) -'|:1]r'r|, am, 5mi

Lo

\f
ks’ |\ Ia
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MEMORY
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